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User guide

x ] N o oNT FRa

mikmﬂUSd;"{l‘
f 22 2o
e QoW

i S so Ix X _INT PiRg
00000@
Q00000 @

R,
- . 51
IRIS-W1 Evaluation Board : A S E A S
LBOUO-CO0I N2 v B

zEr w2r

@ blox®
nz05 Ll 1
R203 o %0 (it
JI0L ¢ » pag i

wEma

:[0[m]
ln!‘urssﬁ"ﬂ o
'ﬁ,.

a
2
8

sloo]
u-loo ¥
olo| =
fojo
#loio
olo|
gole|

zZ0

m J i
i« @3
ci10 ik ol ~

- ceo nn=
got
m’ mikroBUS 3 LT 2
“r ZH

002
£Blan
BEINC

on W

Abstract

This document describes how to set up and use the EVK-IRIS-W10 evaluation kits for prototyping

the IRIS-W10 open CPU, multiradio modules. It also describes the different options for debugging
and the development capabilities included in the evaluation board.

@blox
UBX-23007837 - RO4

C1-Public www.u-blox.com


http://www.u-blox.com/

@blox EVK-IRIS-W10 - User guide

Document information

Title EVK-IRIS-W10

Subtitle Evaluation kit for IRIS-W10 series modules
Document type User guide

Document number UBX-23007837

Revision and date RO4 6-May-2026

Disclosure restriction C1-Public

This document applies to the following products:

Product name Document status
EVK-IRIS-W101 Early production information
EVK-IRIS-W106 Early production information

u-blox or third parties may hold intellectual property rights in the products, names, logos, and designs included in this
document. Copying, reproduction, or modification of this document or any part thereof is only permitted with the express
written permission of u-blox. Disclosure to third parties is permitted for clearly public documents only.

The information contained herein is provided “as is” and u-blox assumes no liability for its use. No warranty, either express or
implied, is given, including but not limited to, with respect to the accuracy, correctness, reliability, and fitness for a particular
purpose of the information. This document may be revised by u-blox at any time without notice. For the most recent
documents and product statuses, visit www.u-blox.com.

Copyright © u-blox AG

UBX-23007837 - R0O4 Document information Page 2 of 43
C1-Public



@blox EVK-IRIS-W10 - User guide

Contents
(D TeTeT W] 0 0 =1 ok T o e g 5 4 = of o o 2
00T = 0 o 3
LI e T ¥ T e F=T =T o T o o e o 5
LI TR O V=T = 5
I Q3 T g Ted [0 Lo [ RO URT RPN 5
=t B AV |4 o TV 0 ST 5
T.2.2  EVK-IRIS-W T OB .. ittt s n b b nn s 5
T.3  KEY FEATUIES .ttt st st st e st st s ae e sae e sae e sae e saeesaeesaeesreesaeesneesaeesneesneesneanns 5
I =1 T Tod 1 Qo 1 =T =T o T 6
2 Setting up the evaluation board ... msns 7
2.7 Prer@QUISITES it e 7
2.2 Starting UP the EVB.... 7
2.2.17  Wi-Fiexample appliCation ...t s s e e 8
2.2.2 Runiperf test using the Wifi_CLI @XampPle ... 9
P3RS TS To ) i V2= TN I T=AVZ=Y L] o o 1= o | 9
2.3.1T  NXP MCUXPIeSSO SDK ...ttt s e s s saae s s 9
2.3.2 Flash and debug custom appliCations ......cccciviiiiiiie i e 10
3  Hardware desSCription ... sss s s ssssssssssssssassassasssnssns 11
G TR 0= 11
G TR I B o V=T g T I o Y= oo = o PR 12
3.1.2  IRIS-WT0 MOAUIE POWET ....eeiiiiiceie ettt e s sn s san e s ne e e e s snne s 14
G R I B O U1 =Yl o 1= = E=T 6T /=Y /g =T o 15
G TR (YT R 15
3.2.1 Automatic bootloader / BoOOtSIrap ....ccceecerrerrieriirieree et 16
3.3 BUTEONS i 17
G B R =Y = Y 0I5 1 R 17
3.5 Serial COMMUNICATION ..oieii et e e s s e s e e s ne e e ne e e smee s saneesaneesneeennneaan 19
1 78 TR B AV O o T 19
TSI U 1S 1 o T A o I 0 T 21
3.6 JTAG/SWD debug iNterfaCes ... e 22
3.7 32.768 kHz low frequenCy ClOCK.......ccciiiiiiiii 23
3.8 MIKIOBUS SIOTS ..ttt 24
3.8.1T MIKroBUS T SIOT ittt 26
IS T o oY1 ¢ ge] =10 S = =] [ ) RSP URRT 27
IR S T0C B o oT1 24 gle] =10 S TS T =] [ ) USRI 28
3.8.4 MIKrOBUS 4 SIOT vttt 29
0 T8 T o TP 30
3.9.1  RMII Strap-in OPtioNS .. 31
G O =T oI o T=T=To L= = PP PRRPURTRN 32
I TR I IO 1] I o =Y /g T PP 34
UBX-23007837 - R0O4 Contents Page 3 of 43

C1-Public



@blOX EVK-IRIS-W10 - User guide

3.12 S0lder-bridge JUMPErS... ... e 35

B.TB T ST POINTS it e 37
Y o 1= 5T 39
A Re-loading the Wi-Fi_CLI eXamPle ....ccmiinmrininnmssssssssssssssssssssssssssssssssssssssssssssssssssssassssnsas 39
N I o =T =T [T T o = 39
A.2 Flashing the firmware and application.......cmmnns———- 39
B Utilize Power mode feature (PM3 and PMA4).........cccccvrmrrmmsmssscsssessssssssssssssssssssssessssssssssssssssnnes 40
B.1 Customer impact and recommended action .....ccciimienimissnsnisnsens s sessesaes 41
L € o T T 42
Related documentation ... 43
LAY =TT o N o T3 o T 43
0o T 43
UBX-23007837 - R0O4 Contents Page 4 of 43

C1-Public



@blOX EVK-IRIS-W10 - User guide

1 Product description

1.1 Overview

The EVK-IRIS-W10 evaluation kit enables stand-alone use of the IRIS-W10 series module. This guide
provides details about the hardware functionality of the EVK-IRIS-W10 board and includes setup
instructions for starting development.

All pins and interfaces supported on IRIS-W10 series modules are easily accessible from the
evaluation board. Simple USB connections serve as the physical interfaces for power, programming
COM ports, debugging, and USB peripheral connectors. Additionally, the board features other
interfaces like Ethernet RJ45 and an SDIO header. The EVK-IRIS-W10 board is equipped with a Reset
button, Boot button, and two user-configurable buttons. Current sense resistors are incorporated for
accurate current measurement within the module.

For flexible use, GPIO signals are accessible through headers and are complemented by four
mikroBUS™ standard slots for convenient utilization of Click boards™. Each Click board can be
seamlessly plugged into an available mikroBUS™ slot to facilitate effortless hardware expansion with
a variety of standardized compact add-on boards. Click boards are designed to accommodate a
diverse range of electronic modules, including sensors, transceivers, displays, encoders, motor
drivers, connection ports, and more. For further information about the Click boards, visit the MIKROE
website [10].

/\  Observe that this device is for evaluation only and is not FCC approved for resale.

1.2 Kitincludes

1.2.1 EVK-IRIS-W101

e EVK-IRIS-W1 evaluation board with IRIS-W101module
e USB-A to USB-C adapter cable
e Dual band PCB antenna for WLAN with 100 mm coaxial cable and U. FL connector

1.2.2 EVK-IRIS-W106

e EVK-IRIS-W1 evaluation board with IRIS-W106 module
e USB-A to USB-C adapter cable
e Adual-band integrated PCB trace antenna (external antenna not supplied)

1.3 Key features

EVK-IRIS-W10 boards provide:
e Evaluation board for IRIS-W101 or IRIS-W106 modules
e Four standard mikroBUS slots
e USBinterface
e Serial communication over the FTDI USB controller
e On-board programming and debug
o MCU-Link port via debug chip over the SWD interface
o JTAG debugging via a four-port FTDI USB controller
e RMII/Ethernet interface (via 100 Mbit PHY circuit)
e Access to IRIS-W10 module JTAG signals over JTAG connector
e Buttons and status LEDs for user interaction
e All module GPIOs accessible from the pin headers
e Additional memory support (SRAM SOIC-08 footprint on the bottom side for manual mounting)
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e Multiple Boot strap options
e Moduleisolation and customizable functions via solder bridges and/or resistors
e Current measurement access points from pin headers and jumpers

IRIS-W10 open CPU modules, based on the NXP RW612, support:

e Wi-Fi 6 IEEE 802.11a/b/g/n/ac/ax, Dual band WiFi 2.4/5 GHz

e |EEE 802.15.4 supporting Thread®, Matter™ over Wi-Fi, and Ethernet
e Bluetooth LE subsystem supporting Bluetooth 5.3 in 2.4 GHz band

e Bluetooth LE central, peripheral, GATT client / server roles, LE Audio
e Peripherals™ ADC, GPIO, I2C, Ethernet RMII, SDIO, SPI, UART

1.4 Block diagram

Figure 1 shows the block diagram and internal connections of EVK-IRIS-W10

oTG

s i -«
ewitch —— Pin headers

|
Jaz » > v l
- mikroBUS «—>
GPIO «—»  sDIO
b | Switching
USB1/J72 —— ——>  regulator Current VDD/VDD-10
u11)
VBUS
IRIS-W10
LDO
usez/Jes ———» —— (U2
[ — —
L2 Main UART (3)
USB3/J101 —~—p = oy J cilel < Switches
’—. % I
Mcu
—* Lk
- RJ45/T1 <« PHY
Figure 1: EVK-IRIS-W10 block diagram
" Not all peripherals available simultaneously
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2 Setting up the evaluation board

2.1 Prerequisites

Before starting up the board:

1. Toconfigure the board to boot from QSPI flash (default), set the SW3 switch positions as shown
below . See also Automatic bootloader / strap-in.

2. To enable the SWD interface of the module, set SW8 switch positions as shown below.
See also JTAG/SWD debug interfaces.

e S
oSty » g D

BZYY r AW 3
Z2un e g 2
o

/N For variants equipped for use with an external antenna (EVK-IRIS-W101), be sure to connect the
antenna (or any 50 Q RF load) to the U.FL antenna connector (J41) before powering up the board.
Failing to do so can impact RF calibration.

2.2 Starting up the EVB

Attach the USB-C cable to the USB3 MCU-Link port on the EVB and connect to PC to power the
module:

e LED1 should then turn red and blink slowly.

e Thegreen status LED (D10) should be lit to indicate that the internal EVK 3V3 supply is active.

e The green status LED (D19) should be lit to indicate that 3V3 supply to the MCU Link chip
(debugger) is active.

e The Enumerated COM port "JLink CDC UART Port (COMxx)" should be shown as a port in the
Windows Device Manager.

UBX-23007837 - R0O4 Setting up the evaluation board Page 7 of 43
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2.2.1 Wi-Fi example application

The IRIS-W10 module hosted on the EVK-IRIS-W10 evaluation board is pre-flashed with the Wi-Fi CLI
example application to conveniently experience the Wi-Fi features supported in the IRIS-W10 module
—without the need of downloading the SDK and compiling any firmware.

Example of supported features:
e Wi-Fi Scan
o Wi-Fi Soft Access Point mode
o Wi-Fi Station mode
e Throughput performance using the iperf measurement tool

Torun Wi-Fi_cL1 application, open a UART console (Putty, TeraTerm, or another terminal emulator),
and set the serial port to 115200 baud rate, 8-bit data, No parity, 1-bit stop, No flow and run the
various feature sets available in the Wi-Fi_CLI application, as shown in Figure 2.

v COM20 - Tera Term VT
File Edit Setup Control Window Help

MCU wakeup source @x1...
Initialize

AC Address: D Hy%15]
:AD:BE:EF:91: 00
1170: [net] Initialized TCP/IP networkigg stack

AN CLIs are initialized
ENHANCED WLAN CLIs are initialized

HQST SLEEP CLIs are initialized

wlan-set-mac MAC_Address

wlan-scan

wlan-scan-opt ssid <ssid> bssid ...

wlan-add <{profile_name> ssid <{ssid> bssid...
wlan-remove <profile_name>

wlan-list

wlan-connect {profile_name>
wlan-start-network <{profile_name’>
wlan-stop-network

wlan-disconnect

wlan-address

w]lan-get-uap-channel
wlan-get-uap-sta-list

wlan-ieee-ps <B/1>

wlan-set-ps-cfg <null_pkt_interval>
wlan-set-regioncode <{region-code’
w]lan-get-regioncode

wlan-wnm-ps <B/1> {sleep_interval?
wlan-uapsd-enable <uapsd_enable
wlan-uapsd-qosinfo <{qos_i
wlan-uapsd-sleep-period {sleep_period>
wlan-1ld-enable <{stasuap)> {@-/1>
wlan-set-max-clients-count <max clients count?
wlan-set-hidden-ssid_<@-/1>
wlan-deep-sleep-ps <@/1>

wlan-rts <{(stasuap?> <rts threshold>
wlan-frag <{stasuap> <fragment threshold>

Figure 2: Wi-Fi CLI feature list
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2.2.2 Runiperf test using the wifi_CLI example

This section assumes that the iperf test is run using two EVK-IRIS-W10 evaluation boards as
devices — with Device A configured as an Access Point and Device B configured as a Station. Note that
jperfmeasurements can also be run against other devices that support jperf.

Configure device A as Access Point with iperf server

To configure device A as an access point with jperfserver, open a terminal session and enter:

wlan-add xyz ssid NXPAP ip:192.168.10.1,192.168.10.1,255.255.255.0 role uap channel 48
wpa2 psk 12345678

wlan-start-network xyz
iperf -s

VA The device can only operate as an Access Point (AP) on channel 1-11 in the 2.4 GHz band and on
channels 36, 40, 44, and 48 in the 5 GHz band.

Configure device B as Station with iperf client

To configure device B as a Station with iperf server, open a terminal session and enter:

wlan-add testl ssid NXPAP ip:192.168.10.3,192.168.10.1,255.255.255.0 channel 48 wpa2 psk
12345678

wlan-connect testl
iperf -c 192.168.10.1

¥ Forinformation about the Wi-Fi CLI application, see also the (granted access required) NXP Wi-Fi
and Bluetooth Demo Applications for RW61x, User Manual, UM11799 [12].

¥ Tore-load Wi-Fi CLI application, see Re-loading the Wi-Fi_CLI example.

2.3 Software Development

IRIS-W10 openCPU module variants are used to develop custom applications based on the NXP
MCUXpresso SDK [5], which provides all the APIs required for custom application development. Before
compiling custom software, you must configure the NXP MCUXpresso SDK for use with the IRIS-W10
open CPU variant as detailed in NXP MCUXpresso SDK.

For information about the working environment setup and regulatory restrictions, see Open CPU
software and Qualification and approvals chapters in the IRIS-W10 system integration guide [2].

23.1  NXP MCUXpresso SDK
Update the following files to compile custom applications with NXP SDK:

e flash_config
e mflash_drv
e RFcal data parameters

For detailed instructions and required files, visit the u-blox short range open CPU GitHub
repository [7]. For more information about how to retrieve the SDK and perform the tasks, see also
the “Software” section of the IRIS-W10 system integration manual [2].

UBX-23007837 - R0O4 Setting up the evaluation board Page 9 of 43
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=

Ensure that the flash config and mflash drv files are updated according to the IRIS-W1
integrated flash memory type:

e For build versions up to and including 23/45 (meaning week 45 of 2023), the module is
integrated with Macronix Memory.

e For build versions from 23/46, the module is integrated with Fidelex Memory.

2.3.2 Flash and debug custom applications

EVK-IRIS-W10 supports two options for flashing and debugging custom applications, using either:

—_—

MCU-Link port (On-board debugger)
External debugger

2.3.2.1 MCU-Link port (On-board debugger)
Power the EVB via USB3 MCU-Link port.

2. SetSW3and SW8 as shown in Prerequisites.

3. Useeither J-Flash Lite or JLinkCommander (V7.98i and above), selecting "SWD" as the interface
and "RW612" as the device to flash the compiled binary. The MCU-Link (On-board debugger)
handles flashing and debugging without the need for external debuggers.

2.3.2.2 External debugger

1. Power the EVB via USB3 MCU-Link port.

2. Setthe SW3switch positions as shown in Prerequisites and SW8 as shown in JTAG/SWD debug
interfaces, Table 8.

3. Connect an external debugger to J20 connector. See also JTAG/SWD debug interfaces.

4. Using either J-Flash Lite or JLinkCommander (V7.98i and above), select "JTAG" as the interface
and "RW612" as the device to flash the compiled binary. In this setup, the firmware flashing and
debugging are managed by the external debugger.

UBX-23007837 - R0O4 Setting up the evaluation board Page 10 of 43
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3 Hardware description

i Design files for the EVK-IRIS-W10 are available in the u-blox short range EVK design GitHub
repository [8].

Figure 3 shows the major functions provided by EVK-IRIS-W10.

External Boot strap User buttons

Select switch (8W1, swW2) RGB LED

i
a3 ore

mikaBUS 4 55T 4 ” i B mikioBUS 1

IRIS-W1 Evaluation Board
.
Current
measurement
‘D UFL connector
for IRIS-W101

- |RIS-W10
module

I Quad FTDI

5V external IR " OCOIoeoom: s 0 Sl PRI
input I

"..mu»,a‘%;s.. : mikroBUS 2

mikroBUS 3 - h 1 T N M
g : :

Power

Switch -
(SWs)

MCU Link JTAG/SWD
Select switch

e
e {(sws)

Pin 1 indicator

Figure 3: Header and major function locations

3.1 Power

EVK-IRIS-W10 has four potential power sources:

Source Component/ Inputrange Remarks
pin
USB-C (IRIS-W10) J72 5.0 VDC nominal Power provided by USB peripheral on the IRIS-W10 (USB 1)
USB-C (debug/UART) J98 5.0 VDC nominal Power provided by debug interface (USB 2)
USB-C (MCU-LINK)  J101 5.0 VDC nominal Power provided by MCU-LINK (USB 3)
Power header J42,pin 1 5.0 VDC nominal 2.54 mm pitch pin header
(3.0-6.0VDC)

Table 1: EVK-IRIS-W1 power sources

Power sources are protected from reverse polarity by protection diodes, allowing multiple sources to
be present simultaneously.

Only if the power protection circuits are left intact can the USB be safely connected at the same time
as external power. This makes the programming of the module easier.

VA Do not connect the 12V supply. EVK USB type-C connectors are only capable of handling 5 V input.

UBX-23007837 - RO4 Hardware description Page 11 0f 43
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3.1.1 Powering the board

After applying power to one of the sources described in Table 1, slide SW6 switch positions to the ON
position to power-on the EVK, as shown in Figure 3.

The input voltage VBUS-OUT is extended to:

e 3.3V switching regulator input (U11)

e 3.3 Vlinear regulator input (U20)

e USB 2.00n-The-Go (OTG) circuit

e VBUS-OUT (5 V) connections on pin headers
e mikroBUS slots 5V positions

There are two options for the maximum current for the EVK:

e Populate the 2.4 A power switch U6, MP5075GTF (default), and disconnect R124, as shown in
Figure 4.

Limit the maximum current to 600 mA by populating R124 with a 1206 0 Q resistor 2A resistor
and disconnecting U6.

. VBUS-OUT
Power On/Off Switch T
===
VBUS
SW6 VBUS U6
2 g 2 VIN YouT 3
et R123 5 —
; EN
3 s 10K
=X | - C82
csil 28] Egg oD - 10U
1017 I
MP5075GTF —
GND =

Figure 4: EVK-IRIS-W 10 maximum current options

3.1.1.1 3.3V switching regulator (U11)

The EVB is populated with a fixed 3.3V, 3 A, switching regulator (TPS62132RGTR), as shown in Figure
5.LED D10 (green) indicates the presence of the 3.3 V output from the regulator U11.

Power supply ava

vl Fixed Regulator

11

. 1 L3 e RGBI  ~3V3
[ o) 2 Em gw 2 } U2 C110 GPI044-UCX-RGB-R R77.. —
==C16 =CI8 =CI08 =HC100 10 AVN sw o 2U 750R ¥
4U7 INS Lou LOON $
1 EN vos ket 4 L GPI043-UCX-RGB-G R78 N
R39 N 470R NI
1 8t semr pe 4 GND ¥y
= | 100K GPIOA2_UCX-RGB-B R79., w
GND FB [t — etz RESETn R )
' ¥
=Clil pap —=2A0
3N3 e AGND (22 DIo
—< DEF PGND —= &R
FsWW PGND RS0, P
UBXHI2-0000160 470R N
1 GREEN
GND GND GND =
Figure 5: Switching regulator (U11)
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3.1.1.2 3.3V Linear regulator (U20)
In Figure 6, the NCP692MN33T2G regulator (U20) is intended to supply power to the MCU-LINK chip
with minimum interference to the IRIS-W10 module.

MLINK 3V3 +3V3

Fixed Regulator
VBUS-OUT U20

4 =1 IN ouT

} ! 5
——C97

N S

=
|
(=]
=

3
— 1 EN SR144
R151 7_e— JOR
OR

- ®

GND ADJ <4_.. =98

1o x NCPGOIMN33T2G \ | 1o TPy

|

E

Figure 6: 3.3V linear regulator (U20)

To configure power to MCU-LINK from the regulator, resistors R151, R144, and R288 must be
populated with a 0 Q, 0603 resistor, and R208, R145, R274, and R287 must be disconnected. LED
D19 (green) indicates the presence of the 3.3 V output from U20.

The voltage dividers (R145/R287) and (R151, R208) provide the EVB with greater flexibility. If
necessary, the EVB can then work with variable output voltage LDOs.

R288, and R211 provide an option to supply the MCU-LINK chip from U11 output voltage.
3.1.1.3 USB 2.0 On-The-Go (OTG)

The OTG function is only supported on the module USB-OTG power switch (U12), as shown in Figure
7.t is set to the OTG-device by default. Connect jumper J14 to allow IRIS-W10 sensing on the MUSB-
OTG-VBUS.

Module USB-OTG Power Switch

L 10U i 1
? (29 (19 ? ?
GND T 0.1uF GND Ul2 Lcn d_c17 GND
+3V3 VBUS-OUT AP2151EMG-7 10U —T—0.1uF
T 1 [y a5 | IR ez /USE-OTG VELS
e I ,'L\”,”'J‘
x aw" g |N OUT71 Z ulelO OTG FAULT I/I T
Took 3] =N e TR N
RIS | Q2 o D2 BYRED
MUSB-ID 1
2 R209,
D20 "~ Y
< 10k
>
470 N =
1 GREEN

Figure 7: USB On-The-GO switch

e Usethe 2.4 A maximum current option as mentioned in section Powering the board.
e Populate R121,and R122 with 1206 0 Q resistors.

e Check the status of resistors, R106, R107, R108, R109, required mode connection.
e LED D20 (Green) indicates the activation of the OTG function.

UBX-23007837 - R0O4 Hardware description Page 13 0f 43
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The maximum current capacity of the USB-OTG is 500 mA. LED D2 (Red) indicates whether the
current to OTG-USB exceeds the current rating (800 mA).

In this mode, the status of the USB-ID signal defines whether the EVB or IRIS-W10 module works as
either an OTG host (supply the voltage to a device board), or an OTG device. USB-ID is connected to
the ground or left floating, as shown in Figure 8.

><‘_L ‘ I
1 2
Fs§

MUSB-0IG_VBUS =

MUSB-OTG vBUS T o o1 wLZ RI20
TP1 D11 o
[ MODUSB-D_n == 6 4 5 Fl D13 ”
4 MODUSB-D_p == 7] 101 Voo C46
= 102 5
{ 7 [ <4103 GND
Al B2 0.1uF
a et
7 GND GND 1o TPD3EOIDRIR  ——=
ol Xt RX1+ [ =
<ar] ™ RX1- Hg—
R108 A5] VBUS VBUS ~T—
T cet SBU2 —— o
= A 2
)| KL D+ D- = D +—o
ATl . D+ [ R1065KE Module USB-OTG L
= <81 saut cer (B8 - USB connector type C ®
- Ag] VBUS  VBUS g TP142
<at] 2 X
<] D2 ner
[ GND & GND
I = 1
= ; 3 —
= : z =
GRD @

&fip

.|||
3

GND

USB ID is a processor analog sense input
Host ID = GND
jice 1D = Eloatinag ¢
ChnsisGxp  Device ID =Floating o

Figure 8: J72 connections

3.1.1.4 VBUS-OUT (5 V) connection on pin headers

(MO
M

VBUS-OUT (5 V) connections on the J3, J4, J10, and J70 pin headers should only be used for
reference or verification. As these connections can only supply a combined 500 mA current, the
connections should not be utilized in conjunction with USB-OTG Host mode.

3.1.1.5 mikroBUS slots 5 V positions
Intended for mikroBUS standard 5 V pins.

3.1.2 IRIS-W10 module power

+3V3 is supplied to IRIS-W10 through VDD-IO (J96) and VDD (J97), with resistors R62 and R35
intended for current measurement, as shown in Figure 9.

VDD-IO can be supplied from the +1V8 or +VPA module outputs through jumpers J115 and J116
(bottom side of the EVB). R126 is needed for the current consumption sensing process.

VA Jumpers J96, J115, and J116 should not be connected at the same time.

+3V3  +VPA  +1V8 VDD-IO
J115

G D —— +3V3 VDD

J116

aD HD—

OR
J97
CH) R62 ‘N'::':;
OR

J96
Figure 9: VDD-IO and VDD supply jumpers
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3.1.3 Current measurement
The evaluation board provides two current-sensing headers, as shown in Figure 10.

e J7 for current measurement of the VDD module supply
e J67 for current measurement of the VDD-IO module supply

Module Current Measurement Module IO Current Measurement

+3V3 VDD +3V3 VDD-I0
‘ G D ( lb—G D—o
Jo4a J95
A — —_— = —_—
oon oon
J7 J67

Figure 10: VDD and VDD-IO current sensing configuration

Two consecutive pins on Each 2.54 mm pitch 3-pin headers are connected across a 0 Q resistor, which
can be replaced by a current-sense resistor (> 1 Q is recommended), J97, and J96 respectively, as
shown in Figure 9. The VDD and VDD-IO module supplies are sourced through the resistors shown in
Figure 9. To measure current consumption, use a multimeter or other precise voltage measurement
device and measure the voltage drop across pins 2 and 3. If the current sensor is removed from the
circuit, current can also be measured directly by opening J97 or J96. Use an ammeter in-series with
two voltage pins.

If VDD-IO is supplied by +1V8 or +VPA, R126 can be replaced by a current-sense resistor.

A Pin 1 of J7 and J67 are connected to GND.

To bypass the current sense resistors, R35 and R62, solder the respective jumpers J94 and J95.

¥ Thedefault hardware configuration doesn’t require any modification of the current-sense headers
on EVK-IRIS-W10 to perform properly.

3.2 Reset

The active-low reset signal, RESETn, is connected to the module PDn pin, the FTDI reset pin, the four
mikroBUS slots, and a momentary button switch (SW5), as shown in Figure 11.

Some Click boards need different RESET signals, and mikroBUS slots have extra independent
configurable RESETn/RESET options through GPIO50. See also mikroBUS slots.

+3V3

RESET

] g R14 -
/é 1 RESETn ]’ : PDn @
?

"100R g
3
| 10N S L ‘ RESEn —REsET

Figure 11: EVK schematic, RESET button
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3.2.1 Automatic bootloader / Bootstrap

Figure 12 shows bootloader configuration and the boot sources available to user. Several signals and
the DIP switch SW3 positions determine the bootstrap method for booting the IRIS-W1 module.

Boot strapping

S
e
z SW3 combinations
SW3 =
— O
_ | CON [3:0] Boot source
EXT-FREQ R82 sapcc 47 1 . 8
) _ CON[3] 1111 QSPI Flash (Default)
EXT-PRI B9 pan 4T 2 . | 7
] CONI2] 1110 Isp
EXT-GNT RI9 ik 3 | - 6
- ] ] CON[1] 1101 Seria
EXT-REQ B103 p e dK7 4 | - 3
CONI0] 1100 SDIO
TDAO4HOSBIR
= 1011 UsB
— o
GND 1010 SPI EEPROM
B BOOT -
0-GND
e 1- Floati
BOOTn BOOTn e
——
1

D1

2 =

Figure 12: Bootloader schematic

EVK-IRIS-W10 supports two main methods for bootstrapping the module:

Default method: This method uses DIP switch SW3 along with resistors R82, R94, R99, and R103.
Four active-high signals (EXT-FREQ, EXT-PRI, EXT-GNT, EXT-REQ) are used to select the boot
source. These signals correspond to the logic states for CON3, CON2, CON1, and CONO,
respectively, as shown in Figure 12. For example, to select ISP as boot source, GND the signal EXT-
REQ on SW3. Other configurations are also possible.

Alternative method: This method uses a combination of buttons (SW7, R216,R218, R212, R213,
R214,and R215) as shown in Table 2.

BOOT button Installed resistor Boot source

SW7 R216 Serial
R218 ISP
R216,R218 SDIO

- R212 USB
R212,R213 SDIO
R212,R215 SPIEEPROM
R214 Serial
R215 ISP

Table 2: Boot/strap-in configuration

¥ Hold EXT-REQ signal to GND to set the EVK in a mode for In-System programming (ISP) over a
supported interface, using the blhost application [15]. If the IRIS-W10 module enters a faulty state
when flashing or running an application, you can perform full flash recovery using the blhost
application. See also the blhost user guide [14] and blhost application [15].
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3.3 Buttons

EVK-IRIS-W1 has two more momentary push-button switches. These switches are active-low or high
and connect to ground or +3V3 when pressed. The buttons and the associated GPIO signals are shown
in Figure 13 and Table 3.

PTS645SM43SMTR92 LFS +3V3
GPIO45_UCX-SW1 1 2 GPIO45_UCX-SW1
1
3 :\ 4
ESD9B3.3ST5G D21
2 SW1

PTS645SM43SMTR92 LFS

GPIO51-UCX-SW2 1 2 GPIO51-UCX-SW2

1
36\4

(]

D22

2 SwW2

Figure 13: EVK schematic - user buttons

Table 3 describes the various user buttons and their relationship with the corresponding GPIO signals.

Button function Reference designator GPIO Function

SW_1 SWi1 GP1045 No predefined function (software controlled)

SW_2 sSw2 GPIO51 No predefined function (software controlled)

BOOT SW7 EXT-GNT Pressing SW7 when R216 or R218 are installed starts the
EXT-REQ bootloader in ISP or Serial mode respectively. See also

Automatic bootloader / Bootstrap.

RESET SW5 PDn Resets the module, FTDI chip, and mikroBUS slots
Table 3: User button definitions

3.4 User LEDs

EVK-IRIS-W10 supports 16 LEDs:

Power status (D10): Indicates 3V3 on the board when lit (green) dependent on SW6

MCU-LINK Power status (D19): Indicates 3V3 on MCU-LINK when lit (green), dependent on SWE6.
OTG (D20): Indicates OTG circuit is enabled lit (green).

OTG-Fault (D2): Indicates over current of the OTG circuit when lit (red).

MCU-LINK (LED1 - LED5): Indicate MCU-LINK connection status. See also MCU-LINK.

UART3 status (D4-D9): Indicate UART3 signal status under GPIO control, as shown in Figure 15.
System status (RGB1): Powered by +3V3 and turned on by pulling the associated GPIO low.
Associated GPIOs can be used as ADCs after disconnecting each LED by removing resistors
R77-R79, as shown in Table 4 and Figure 14.

RGB LED Associated GPIO Disable option

Red (pin1) GPl044 Remove R77 to disconnect
Green (pin2) GP1043 Remove R78 to disconnect
Blue (pin3) GPl042 Remove R79 to disconnect

Table 4: RGB LED-associated signals
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Figure 14 shows the schematic for the RGB status and power LEDs, and the configuration resistors

(R77-R79).
RGBI +3V3
GPIO44-UCX-RGB-R RT’ : -
T50R t‘B‘
GPIO43-UCX-RGB-G RI&, el |
470R l';?
GPI042 UCX-RGB-B 1{79 r]
360R l’;
¥
]’)gkﬂ
R0, b
a7 N
GREEN

Figure 14: Schematic - RGB and power LED

Figure 15 shows the UART3 status

control.

GPIO11_U3-DTR

GPIO12_U3-DSR

EVK-IRIS-W10 - User guide

GPIO19_U3-RTS

GPIO20_U3-CTS-CS

< GPIO26 >

TR S

{ GPIO24 >

Figure 15: Schematic - UART3 status LED

U3 R
1 s R 4R RS0 | bR
1A 1y Kl
.|||——2‘ GND  VCC > &
R73  470R
Sy gy bt D | DsR
SN74LVC2G34DCKR
U4 Ly
R74 470R R
1] 1 1y LS e K]l_ RTS
|||——2 GND  VeC 2 iR
R75  470R
3 o oy L4 K] D7 | CTS
SN7ALVC2G3ADCKR
U7 L
GPI026 1.1 A 1y B8 R7.6..:»v:470R Tq&_ TxD
.|||—Z‘ GND  vee > &
cPIo24 30 o oy bt R3 AR TAD5 | RxD
&
SN74LVC2G34DCKR

LEDs (D4-D9) that indicate UART3 signal status under GPIO

Table 5 describes each of the UART3 LEDs and their relationship with GPIO and serial UART3 signals.
Disconnect each LED from the GPIO by disconnecting U3, U4, and U7.

LED Color GPIO Comments

D4 Green GPIO26/UART3-TxD UART3-TxD activity indicator
D5 Green GPI024/UART3-RxD UART3-RxD activity indicator
D6 Green GPIO19/UART3-RTS UART3-RTS activity indicator
D7 Green GPIO20/UART3-CTS UART3-CTS activity indicator
D8 Green GPIO11/UART3-DTR UART3-DTR activity indicator
D9 Green GPIO12/UART3-DSR UART3-DSR activity indicator

Table 5: UART3 LEDs and associated signals

UBX-23007837 - RO4

C1-Public

Hardware description

Page 18 of 43



@blox EVK-IRIS-W10 - User guide

3.5 Serial communication

EVK-IRIS-W1 provides two options for serial communication and debugging:

e MCU-Link (default) chip
e FTDIchip

3.5.1 MCU-Link

The MCU-Link is a powerful and cost-effective debug probe that seamlessly integrates with the
MCUXpresso IDE. It is also compatible with third-party IDEs that support the CMSIS-DAP protocol.
The USB3 MCU-Link port on the EVB provides a USB-to-UART bridge feature (VCOM) that can be
used to provide a serial connection between the IRIS module and a host computer. At the same time,
it supports SWD debugging. It is based on the LPC55S69 microcontroller (U13) and features a high-
speed USB interface for a high-performance debug.

The main UART (UART3 TX, RX) and the SWD interface signals of the IRIS-W10 module are
connected to the MCU-Link through switches U16 or U19 by default. Optional connections to the
Flexcomm O SPI interface through switch U18 and resistors R259, R260, R261, R262, and
connections to the I2C Flexcommm 2 interface through switch U17, are also possible. The connection
options are shown in Figure 16 and further described in Table 6.

Main UART FC3

The Ul6 default connection (R252 mounted,
R251 unmounted) 1z the HSD2 connection to
the MCU-LINK chip. Reverse the default
settings to connect correspnoding pins to
HSDI to pin headers and other connections

&
The U17 default connection (R234 mounted,
R233 unmounted) 15 the HSD2 connection to
the MCU-LINK chip. Reverse the default
settings to connect correspnoding pins to

HSDI to pin headers and other connections

(R252 unmount. 10K 0402 on R231) (R234 unmount, 10K 0402 on R253)
w 5} w 9] L
. HSDI- f s HSD1
GPIo24 A= Eem D- HSD2- = GPID18_ML_MUX »——1q D HSD2- =
From MOD
HsDI- |2 5 From FC2 FC3_FC14_RMII HsDI- |
GPIO26 DEELE A pe HSD2+ [ AT ARl GPIDT7_ML_MUX — Ll p HSD2+ =
z B z B
5 f T f
_ : GPIO24 g SPIC24 UZACOSSCATRR _
. U6 o o L B LT —
NX3DVAGUI0X NXIDV42GUL0X
GPID28 S GPI026-U3-TxD-MISC-SCL-WS
GND GPID S PI014 LU0 S-S0 GND
GPIOT3 SaaiCI012 |12 MOSLSNAR
CEVE]
106 "“The 18 default connection (R256 mounted.
The U1 default connection (R257 mounted, —_ A —+ }_—I— R253 unmounted) is the HSD2 connection to
R258 unmounted) is the HSD2 connection to l}g‘{iiﬁ 04w = | the MCU-LINK chip. Reverse the default
the MCU-LINK chip. Reverse the default — = o GNp | seftings to connect correspnading pins to
settings to connect comrespnoding pins to foo) = - HSDI te pin headers and other commections
HSDI te pin headers and other commections - (R236 unmount. 10K 0402 on R233)
(R257 unmount, 10K 0402 on R238) = =
w o = = T CEETT -
z ] . Tispi. fodGEIOS FOO StELN SRl ML
GPI014 5 HSD1 GPIO14_SWDIO GPIDs  — D- HSD2- f—=
GRIciy Ay . HSD2
From MOD B To JTAG/SWD header 120 From MOD HSDI+ o
S 2 I GRID13_SWCLK seioz —b] pe Tsp2s fet
7 GEID12 1
o
Z o
o oF
a UlR
™ ‘l NXEDVAGUIOK
GND

Figure 16: MCU-LINK connections

The MCU-Link JTAG/SWD Debug Probe [ 3], a free utility from NXP, is compatible with Windows 10,
MacOS, and Linux. The utility provides an easy way to install firmware updates.
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IRIS-W10 GPIO/Function Connection MCU-Link pin
GPIO 2/SPI0-MOSI Not default 60
GPIO 3/SPIO-MISO Not default 62
GPIO 4/SPI0-CLK Not default 61
GPIO 5/ SPIO-SSELN1 Not default 74
GPIO 13/SWD-CLK Default 54
GPIO 14/SWD-SWDIO Default 81
GPIO 16/FC2-12C_SDA Not default 86
GPIO 17/FC2-12C_SCL Not default 76
GPIO 24/UART3-RXD Default 79
GPIO 26/UART3-TXD Default 70

Table 6: MCU-Link connections

Figure 17 shows how the SWD programming interface on the MCU-Link connects to the JTAG needle
connector (J33) or SWD connector (J39), where:

e R182 forces the chip to ISP mode when populated with a 0402 0 Q resistor.

e LED1 to LEDS5 indicate the connection and state of each interface chip.

e For minimum interference with the IRIS-W10 radio modules, the MCU-Link (U13) is powered using
a separate linear voltage regulator U20, as shown in Figure 6.

Optionally, R211 can be populated with a 1206 0 Q resistor to power the MCU-Link chip (U13) from
the 3V3 output of the DC-DC converter (U11), as shown in Figure 5.

SWD connector for LPC MCU (MCU-Link)

MLINK 3V3 MLINK 3V3

= (91

F§R179 0.1uF 130
1100k = 1 2 12-SWDIO
GND 3| vee TMSISWDIO: = T PIOD 11.SWDCLK
= GND TCKISWDCLK 5 = -
. 5 | D TDOSWO 8 [ PIO0 10-SWO
RISl prog s.sp EN 1 7 : 8 v
o 5| KEY DF =< MCU LINK_RST
OR GND nRESET —— =

GND

gllll_H_"
=
=
2]

JTAG Needle Connector

MLINK 3WV3
J33
1 10 MCU LINK RST
v O O
PIO0 12-SWDIO
ABeRan
PIO0 11-SWDCLE [ 4_0 O_'?/ PIOO 5-ISP EN
5 0 O § [ PIO0 10-SWO
SNE
TC2050-1DC-MNL |
GND GND
Figure 17: MCU-Link flashing options
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3.5.2 USB-to-UART FTDI

EVK-IRIS-W10 - User guide

EVK-IRIS-W1has a quad channel USB-to-UART FTDI chip (U108) that connect to the IRIS-W10
module over the serial interface:

Table 7 describes the connections to the IRIS-W10 module through U108. The main COM port 3 on
the FTDI chip connects to UART3 on the module via 1 kQ resistors.

To enable this communication option:

e Connect the module’s main UART (UART3) to the FTDI chip through USB switch U16 by
disconnecting R252, R134, and R136 and adding a 0 Q resistor at R251.
e IfU16 is unpopulated, install 0 Q resistors at R134 and R136.

IRIS-W10 pin  IRIS-W10 function Resistor/Jumper enable Interface IC function

B14 GPIO6/JTAG-TCK R1/J15 FTDI-JTAG-TCK Pin 16, U108
B12 GPIO8/JTAG-TDI R3/J36 FTDI-JTAG-TDIPin 17,U108
A12 GPIO9/JTAG-TDO R4/J34 FTDI-JTAG-TDO Pin 18,U108
Al4 GPIO7/JTAG-TMS R5/J35 FTDI-JTAG-TMS Pin 19, U108
B11 GPIO10/JTAG-RESETN R6/J37 FTDI-JTAG-RESETn Pin 22, U108
- JTAG-Bootn R7 FTDI-Pin 23,U108

M9 GPIO 4/SPI-CLK R8 FTDI-SPI-CLK, Pin 26, U108
M10 GPIO 2/SPI-MOSI R9 FTDI-SPI-MOSI, Pin 27, U108
N10 GPIO 3/SPI-MISO R37 FTDI-SPI-MISO, Pin 28, U108
M11 GPIO O/SPI-CS R38 FTDI-SPI-CS, Pin 29, U108
N11 GPIO 1/SPI-WP R41 FTDI-SPI-WP, Pin 30, U108
M2 GPIO 21/SPI-HD R42 FTDI-SPI-HD, Pin 32, U108
A10 GPIO 26/UART-TXD R52 FTDI-UART-RXD, Pin 39, U108
B9 GPIO 24/UART-RXD R53 FTDI-UART-TXD, Pin 38, U108
B8 GPIO 19/UART-RTS R54 FTDI-UART-RTS, Pin 40, U108
A9 GPIO 20/UART-CTS R55 FTDI-UART-CTS, Pin41,U108
Al11 GPIO 11/UART-DTR R56 FTDI-UART-DTR, Pin 43, U108
B10 GPIO 12/UART-DSR R57 FTDI-UART-DSR, Pin 44,U108
- - R58 Pin 48, U108

- - R59 Pin 52, U108

- - R60 Pin 53,U108

- - R61 Pin 54, U108

- - R63 Pin 55, U108

- - R64 Pin57,U108

- - R65 Pin 58,U108

- - R66 Pin 59, U108

Table 7: Main COM port connections
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3.6 JTAG/SWD debug interfaces

There are two interfaces for debugging and programming IRIS-W10: SWD and JTAG. DIP switch
SWS8 switch 2 determines the active interface, as described in Table 8.

EVK-IRIS-W10 - User guide

SW8 switch 2 setting

Active debug interface

On
Off

SWD
JTAG

Table 8: Debug interface selection

e The MCU-Link (on-board debugger) uses by default the SWD interface, therefore the EVK has
SWD (GPIO13_SWCLK and GPIO14_SWDIO) set as default. It is enabled on both the USB3 and
J45 needle connector at the same time, via resistors R2, R12.

o Toenable the SWD interface on the J20 JTAG connector, remove resistors R2 and R12, and
install 0 Q, 0402 resistors on R48 and R116, as shown in Figure 18.

e Touse JTAG interface on the EVK, disable SWD interface by setting DIP switch SW8 switch 2 to
off. The JTAG interface of the IRIS-W10 module is directly connected to J20 and FTDI chip
through resistor network, and pin headers simultaneously, as shown in Table 9.

o External target hardware can be attached to the J20 JTAG connector for firmware
programming and debug. J20 is implemented with a 2x5 header with 1.27 mm pitch.

The SWD/JTAG multiplex connections and default jumper positions are shown in Figure 18.

33

|

+3V3

]

DD SWO | 1Ol \
! e £ 100 5100 —— I TDI
s JTAGTDO R JTEGTDI
aR OR.
x R IE_TCK SWCIE
ICK SWOLK ¢ l R
T _ GPID13_SWCLK
R1JS, JTAETCK
jz]
g F TCK SWCLK

8|

WCC_IE_LINK

RESET R43 L.,

I 0R
R4,

IF RESETn

BESETn

OR.

{ GPIDI4_SWDID__ >
JTAGTMS

= IF_TMS_SUWDIo

+203

Module JTAG

Module SWD 120 _
; 2 TMS SWDIO
- = VCC THESWDIO
145 3 4 TCK SWELK
- : ces GND TCK/SWDCLK r———=C—s =t
- E——— Qo= e X e f o moso s
GPIO14_SWDIO = i = o - — KEY TDI —
20 0% FIErEC S22 WD nRESET 10 BESE
< GPIOT3_SWCLK O O—é : -
O O+ R11S
TC2050-DC-HL OR
GND GND = =
Figure 18: SWD/JTAG multiplex connections
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Jumpers described in Table 9 and shown in Figure 19 should be set to their default connections. The
default positions on the board are shown in Figure 19.

IRIS-W10 pin IRIS-W10 function Resistor/Jumper FTDI pin Header/Pin
Al4 GPIO7/JTAG-TMS R5/J34 19 J70/3
B14 GPIO6/JTAG-TCK R1/J15 16 J10/3
A12 GPIO9/JTAG-TDO R4/J36 18 J70/4
B12 GPIO8/JTAG-TDI R3/J35 17 J10/4
B11 GPIO10/JTAG-RESETN R6/J37 22 Jar/8

Table 9: JTAG connections

A schematic for JTAG multiplex connections through J15 and J34-J37 is shown in Figure 19.

JTAG-TDO

I36
‘% GPIO9 U1-RxD-MOSI-SDA-TRX JTAG-TDO

JTAGTCK
GPIO9 U1-RxD-MOSI-SDA-TRX ? J15
GPIO6 U1-CTS-CS JTAG-TCK
JTAG-TMS
134 GPIO6 UI-CTS-CS ?
GPIO7 U1-CLK JTAG-TMS
RESETn
GPIO7 UT-CLK ? J37

GPIO10 U1-RTS JTAGnRST

JTAG-TDI

_G

GPIO10 U1-RTS

I35
‘g GPIO8 U1-TxD-MISO-SCL-WS JTAG-TDI

GPI08 UT-TxD-MISO-SCL-WS |

Figure 19: External JTAG debug interface multiplexing

J15 and J34-J37 are 3-pad solder jumpers (cut-and-bridge style), as shown in Figure 20. By default,
the leftmost pads are shorted, which enables JTAG functionality. To change the configuration so that
JTAG is disabled and additional GPIO pins become available for use, follow these steps:

e Cut the copper connection between the leftmost pads on the 3-pad solder jumper
e Solder-bridge the two rightmost pads of the solder jumper

Figure 20: 3-pad solder jumpers

3.7 32.768 kHz low frequency clock

EVK-IRIS-W10 is equipped with a 32.768 kHz crystal that can be used to supply the IRIS-W1 module
with an external RTC clock source.

GPI021 and GPIO23 multiplex some of the RMII signals and the external crystal oscillator option.
Figure 21 shows how to demultiplex those GPIOs.

Toenable the 32.768 kHz crystal, populate R267,R271 with 0 Q resistors and disconnect R268, R269,
R272, R273.
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GPI023

XTAL32K OUT
RMII-RxD1

Default RMII VS 32 kHZ option

]

GPIO23/RMII-RXDIXTALI2K OUT

GPIO22

XTALIZK IN
RMII-RxDO

R268

—

GPIO22/RMII-RXDOXTALIZK IN

VWA—
R272

Figure 21: Schematic - 32 kHz crystal

3.8 mikroBUS slots

The EVK-IRIS-W10 features four mikroBUS standard-compatible slots, each offering multiple options
for the RESET signal. By default, none of the slots are enabled for use. This is primarily because the

Flexcomm interface pins in the NXP RW612 chip are multiplexed.

Table 10 outlines the pin configuration for each mikroBUS slots.

EVK-IRIS-W10 - User guide

32 kHz External Crystal

C74
I I XTAL32K N
18P —
X1
C73 (]

ATAL32K OUT

GPIO UART SPI 12C sDIO JTAG WCI-2 RMII FTDI
mikroBUS 1 Flexcomm O  GPIOO CS SPI-RX
GPIO2 RX MOSI  SDA SPI-CS
GPIO3 X MISO SCL SPI-TX
GPIO4 CLK WCI-2 SPI-Clk
mikroBUS 2 Flexcomm?2  GPIO13 RXD MOSI  SDA
GPIO14 TXD MISO SCL
GPIO15 CLK SDIO-CLK
GPIO16 Cs SDIO-D3
mikroBUS 3 Flexcomm 1 GPIO6 Cs JTAG
GPIO7 CLK JTAG
GPIO8 TXD MISO SCL JTAG
GPIO9 RXD MOSI  SDA JTAG
mikroBUS 4 Flexcomm 14 GPIO53 Cs
GPIO54 CLK
GPIO56 TXD MISO SCL MDC
GPIO57 RXD MOSI  SDA MDIO

Table 10: mikroBUS slots pin configuration

When using the mikroBUS slots, keep in mind the following considerations:

e WCI-2 and FTDI-SPI functions on mikroBUS1 cannot operate at the same time as SPI, since they
share GPIOO, GPIO2, GPIO3, and GPIO4. However, WCI-2 can be used simultaneously with UART

orl2C.

¢ SDIO function on mikroBUS2 cannot operate at the same time as SPI, since they share GPIO 15
and GPIO 16. However, SDIO can be used simultaneously with UART or I2C.

e mikroBUS3 cannot be fully utilized when JTAG function is active in the EVK, as it shares all GPIOs.

e mikroBUS4 cannot be fully utilized when RMII function is active in the EVK, as it shares GPIO 56
and GPIO 57.

e Each mikroBUS slot has a dedicated GPIO for the analog pin (AN), as shown in Table 11.
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e All four mikroBUS slots share GPIO 27 as the PWM pin, which can only be used in one slot at a
time. By default, it is enabled on mikroBUSZ2, as indicated in Table 11 and Table 12.

e GPIO 18is shared as the INT pin across all four mikroBUS slots, meaning it can only be used in one
slot at a time and not simultaneously with SDIO. By default, it is enabled on mikroBUS2, as shown

in Table 11 and Table 12.

EVK-IRIS-W10 - User guide

e All four mikroBUS slots share the same RESET options: either the global RESETn signal of the
EVB (active low) or GPIO 50, intended as a user-defined RESET. This is due to the varying reset
options of Click boards, as detailed in Table 13.

Table 11 outlines the default GPIO assignments for the analog, INT, and PWM signals on each
mikroBUS slot.

mikroBUS 1 mikroBUS 2 mikroBUS 3 mikroBUS 4 SDIO
GPIO18 INT INT* INT INT SDIO-D2
GPlO27 PWM PWM* PWM PWM
GPI046 AN
GPI047 AN
GP1048 AN
GPI049 AN
GPIO50 RESET RESET RESET RESET

Table 11: mikroBUS slots other pin configuration, (*) default connection

Table 12 shows the default jumper connection for the INT, and PWM signals on each mikroBUS slot.

GPIO 18 INT GPIO 27 PWM
mikroBUS 1 Joz2 J8g
mikroBUS 2 Jo1* J8sg*
mikroBUS 3 J62 J61
mikroBUS 4 Jo3 JOoO

Table 12: mikroBUS PWM/INT jumpers, (*) default connection

Table 13 shows the resistor configuration of both reset signals on each mikroBUS slot.

RESETn GPIO 50
mikroBUS 1 R67 R71
mikroBUS 2 R11 R21
mikroBUS 3 R46 R70
mikroBUS 4 R10 R19

Table 13: mikroBUS RESET configuration resistors, (*) default connection
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3.8.1 mikroBUS 1 slot

e UART is enabled by default through jumpers J25 and J27, as shown in Table 14.

e Toenable I12C or SPI, adjust the state of jumpers J83 and J84 for 12C, or J80 and J85 for SPI, as
shown in Figure 22. Also, toggle jumpers J25 and J27 to disable UART.

e For jumper configurations of other signals in the mikroBUS slots, refer to Table 11, Table 12, and
Table 13.

e Install TKQ, 0603 on R67 or R71 to select RESET source.

UART SPI 12C
RX X MOSI MISO SDA SCL

mikroBUS 1 GPIO 2 Jar* J85 Jaa
GPIO 3 J2b* J8o J83

Table 14: mikroBUS 1 interface options, (*) default connection

Figure 22 shows the connection of mikroBUS 1 to the Flexcomm O interface.

MikroBus1-12C MikroBus1-SPI
J83 J80
GPIO3 UD-TxD-MISO GD uBus1-12C-SCL GPIO3 UD-TxD-MISO GD uBus1-SPI-MISO
Jga J8s
GPIO2 UQ-RxD-MOSI-SCL-TRX GD uBus1-12C-SDA GPIO2 UQ-RxD-MOSI-SCL-TRX (ID uBus1-SPI-MOSI
FCO
. GPI00 U0-CTS-CS-SDA
MikroBus1-UART x
GPIO0_U0-CTS = o 0-ReD-MOSLSCLTRX
J25 GPI02_U0-RxD
GPIO3 UD-TxD-MISO (ID uBus1-UART-TX GPIO3 U0-ToD —2i8 U0-LO-MISQ
- GPI04-U0-CLK
FCo GPIO4_WCIZ "0 b6 UoRTS
J27 GPIO5_UO-RTS

.

GPIO2 UQ-RxD-MOSI-SCL-TRX G.D uBus1-UART-RX GPIO21_UO-SPI-HD

GPIO1_UOD-SPI-WP

.

GPIO/Mikrobus Interface 1
GPIO48 uBus1-PWM
AN PWI
ARST uBus1-INT ° e
o uBusT-UART-RX o Bx
e uBusT-UART-TX g
so uBus1I2CSCL 12
i uBus1-12C-SDA ~ :g;
+3V3 +5V
GND | GND
vBUS-OUT —
GND
Figure 22: mikroBUS 1 slot signals and Jumper configuration
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3.8.2 mikroBUS 2 slot

e UART is enabled by default through jumpers J26 and J28, as shown in Table 15.

e Toenable I12C or SPI, adjust the state of jumpers J81 and J86 for SPI, or J82 and J87 for I2C, as
shown in Figure 23. Also, toggle jumpers J26 and J28 to disable UART.

e Install 1TKQ, 0603 on R11 or R21 to select RESET source.

e For jumper configurations of other signals in the mikroBUS slots, refer to Table 11, Table 12, and
Table 13.

UART SPI 12C
RX X MOSI MISO SDA SCL

mikroBUS 2 GPIO 13 Jag* J86 Ja7
GPIO 14 Ja26* J81 Jaz

Table 15: mikroBUS 2 interface options, (*) default connection

Figure 23 shows the connection of mikroBUS 2 to the Flexcomm 2 interface.

MikroBus2-SPI e MikroBus2-12C

482
GPIO14 U2-TxD-MISO-SCL-WS GD uBuS2-SPL-MISO GPIO14 U2-TxD-MISO-SCL-WS CID uBUS2-12C-SCL
J86 87
GPIO13 U2-RxD-MOSI-SDA-RX CID uBuS2-SPI-MOSI GPIO13 U2-RxD-MOSI-SDA-RX (ID UBUS2-12C-SDA
e MikroBus2-UART
J26
GPIO13 U2-RxD-MOSI-SDA-RX GPIO14 U2-TxD-MISO-SCL-WS uBus2-UART-TX
gzugﬁﬂ;ﬁ:gﬂgaggiﬁé GPIO14 U2-TxD-MISO-SCL-WS CI'D
- GPIO16 U2-CTS-CS J28
Fc2 CTSH
Gp‘g;%ff 3?;2 1 GPIO13 U2-RxD-MOSI-SDA-RX (I D uBus2-UART-RX
GPIOTS Up-GLK ~—SRIa10 U2CLK
GPIO/Mikrobus Interface 2
|J2 J5
A o 14 cric uBus2 PWM o
of yBus2-Reset UBUS2-INT .
nrRsT | O < ] INT
s -CTS- uBus2-UART-RX - e
T uBus2 UART-TX = -
p— uBUS2-12C-SCL e oL
e uBus2-12C-SDA ~ —
+3V3 +5V
GND | VBUSOUT (€D
GND — GND
GND
Figure 23: mikroBUS 2 slot signals and Jumper configuration
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3.8.3 mikroBUS 3 slot

EVK-IRIS-W10 - User guide

e UART is enabled by default through jumpers J16 and J18, as shown in Table 16.

e Toenable I12C or SPI, adjust the state of jumpers J73 and J76 for SPI, or J11 and J79 for I2C, as

shown in Figure 25. Also, toggle jumpers J16 and J18 to disable UART.

e For jumper configurations of other signals in the mikroBUS slots, refer to Table 11, Table 12, and

Table 13.

e Toggle the state of jumpers J15, J34, J35, and J36 shown in Figure 24 to access Flexcomm1

interface in mikroBUS.

e |nstall TKQ, 0603 on R46 or R70 to select RESET source.

Figure 24: Solder jumpers J15, J34, J35, and J36

UART SPI 12C
RX X MOSI MISO SDA SCL
mikroBUS 3 GPIO 9 J18* J76 J79
GPIO 8 J16* J73 J11

Table 16: mikroBUS 3 interface options, (*) default connection

Figure 25 shows the connection of mikroBUS 3 to the Flexcomm 1 interface.

MikroBus3-SPI

GPI0O8 U1-TxD-MISO-SCL-WS

GJ[S?' Bus3-SPI-MISO
uBus3-SPI

GPIO9 UT-RxD-MOSI-SDA-TRX

J76
(] | ) uBus3-SPIEMOSI|

MikroBus3-12C

(]61 Bus3-12C-5CL
uBus3-12C-

(]‘i:sg Bus3-12C-SDA
uBus3-12C-

GPIO8 U1-TxD-MISO-SCL-WS

GPI09 UT-RxD-MOSI-SDA-TRX

FC1

MikroBus3-UART

416
GPI06_UT-CTS s —SEI08 ULCTSCS GPIO8 UT-TxD-MISO-SCLWS () — s uARTTX
arTo7 UlLk —BPI07 U1-CIK
FC1 GPIOB_UT-TxD-MISO SCL WS o0 UITXD-MISO-SCLWS 8

GPI09 UT-RxD-MOSI-SDA-TRX

GPIO9 U1-RxD-MOSI-SDA-TRX uBus3-UART-RX

GPIO9_U1-RxD-MOSI-SDA-TRX
GPIO10_U1-RTS *

®

GPIO/Mikrobus Interface 3

AN - PWM

ARST uBus3-Reset uBus3-INT INT

cs &P106 U1-CTS-CS uBus3-UART-RX RX

e e Tx

MISO o—LBUSI P 0 ouss 20 obl g scL

MOSI @—UBus3-SPIMOSI UBUs3-[2C-SDA ° SDA

+3V3 +3V3 +5V

che VBUS-OUT CED

N e— GND
GND
Figure 25: mikroBUS 3 slot signals and jumper configuration
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3.8.4 mikroBUS 4 slot

e UART is enabled by default through jumpers J17 and J19, as shown in Table 17.

e Toenable I12C or SPI, adjust the state of jumpers J74 and J77 for SPI, or J75 and J78 for I12C, as
shown in Figure 26. Also, toggle jumpers J17 and J19 to disable UART.

e For jumper configurations of other signals in the mikroBUS slots, refer to Table 11, Table 12, and
Table 13.

e Install 0 Q, 0402 on R115, R264, R266 and remove R111, R263, R265 to access Flexcomm 14
interface in mikroBUS.

e Install TKQ, 0603 on R10 or R19 to select RESET source.

UART SPI 12C
RX TX MOSI MISO SDA SCL

mikroBUS 4 GPIO 57 J19* J77 J78
GPIO 56 J17* J74 J75

Table 17: mikroBUS 4 interface options, (*) default connection

Figure 26 shows the connection of mikroBUS 4 to the Flexcomm 14.

MikroBus4-SPI MikroBus4-12C
J74 J75
GPIO56 U14-TxD-MISO-SCL-WS G D uBus4-SPI-MISO GPIO56 _U14-TxD-MISO-SCL-WS (ID uBus4-12C-SCL
7 J78
GPIO57 U14-BxD-MOSI-SDA-TRX dé uBus4-SPI-MOSI GPIO57 U14-RxD-MOSI-SDA-TRX GD uBus4-12C-SDA
FC14

MikroBus4-UART
GPIO57 U14-BxD-MOSI-SDA-TRX

GPIO57_U14-RxD-MOSI-SDA-TRX

GPI056 U14 TxD-MISO-SCL WS G'D uBus4 UART TX T AT TS S 23822 S:j:g%’r\égofSCLf\-vs
"7 FC14 GPIO53_U14-CTS-CS
GPIO55_U14-RTS *
GPI057 U14-RxD MOSI.SDATRX (I'D uBus4 UART RX GPI05_ 14 oLk, —SEI054 UISCIK
J19
GPIO/Mikrobus Interface 4
£ y e uBus4-PWM \ Y
f 4iBusa Reset UBUSA-INT ‘
nRST < : LYy
s &PI053 U14-CTSCS uBuS4-UART-RX - T
ST &Pl054 U14.CLK uBus4 UART TX ~ e
MISO éiBusA—SPI—M\SO uBus4-12C-SCL ° seL
— [Bus4 SPI-MOS uBusA1PGSDA o —
+3V3 +3V3 +5V
&l VBUS-OUT D
GND — GND
GND
Figure 26: mikroBUS 4 slot signals and jumper configuration
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3.9 RMI

The EVK-IRIS-W10 supports RMIl standard through 10BASE-T/100BASE-TX Physical Layer
Transceiver U1 (KSZ8081MNXRNB) and 1 Port RJ45 Surface Mount 10/100 Base-T, AutoMDIX T1
(74980111211).

RMII is enabled by default. However, there are four groups of resistors that demultiplex the RMII
signals from other functions that cannot be used simultaneously with RMII, as described in Table 18
and illustrated in Figure 27.

e Group 1, Flexcomm 14 RX, TX, RTS signals - populate R111, R263, R265 with 0 Q, 0402 resistors
and disconnect R115, R264, R266.

e Group 2, Flexcomm 3 Clock signal — populate R279 with a 0 Q, 0402 resistor and disconnect R282.

e Group 3, 32.768 kHz external crystal oscillator - populate R268, R272 with 0 Q, 0402 resistors
and disconnect R269, R267, R271, R272.

e Group 4, pin headers and reset signals — populate R210, R277, R278, R283, R284, R286 with 0 Q,
0402 resistors and disconnect R270, R275, R276, R280, R281, R285.

Default RMII VS FC14 option Default RMII VS FC3 Clk option

GPIO55 U14-RTS
::-=%—1
GPIO25 U3-CLK
BMII-INT OR‘.,.., * GPIO55 UT4-RTS RMI-INT x
RII1 BMI-RFECLK GR.V.V,' GPIQ25 U3-CLK BMI-RFECLK
R279
GPI056 U14-TxD-MISO-SCL-WS ><
RMII-MDC C'R'.'.' ] GPIO56 U14-TxD-MISO-SCL-WS RMI-MDC GPIO&2 ><
R263
BMI-CRSDY _ OR, ,, GPI062 RMII-CRSDV
TR2sl
GPIO57 UT4-RxD-MOSI-SDA-TRX
:=-=E——]
GPIO59
BMI-MDIC ORA'._.‘ GPIOST7 U14-RxD-MOSI-SDATRX _BMI-MDIC =
R265 BMII-TxD1 ORyan GPIO59 RMII-TxD1
R276
Default RMII VS 32 kHZ option — ><T
RMI-TxDO OR'” * GPIO53 RMII-TXDO
GPIO23 x R275
XTAL3ZK QUT GPIO&0
RMII-RxD1 — A']'R' GPIO23/RMII-BxDIXTAL3ZK QUT ><
R268 RMI-TxEN OR, GPI060 RMII-TxEN
" R280
GPI022 — R e—
XTAL3ZK 1N
BMII-R=D0 x AR GPIO22/RMII-RxDOXTAL 32K 1N BMI-RxERR OB an, GPI063 RMII-RXERR
RI72 TR28S
Figure 27: RMIl demultiplexing resistors schematic
IRIS-W10 pin name IRIS-W10 function Related resistors Interface Pinon U1
N1 GPIO63/RMII-RXER R285/R141 PHY-RXER Pin 20
J3 GPIO60/RMII-TXEN R280 PHY-TXEN Pin 23
M1 GPIO62RMII-CRSDV R281/R140 PHY-CRSDV Pin 18
L2 GPI056/RMII-MDC R263 PHY-DMC Pin12
L1 GPI0O57/RMII-MDO R265 PHY-MDIO Pin 11
K2 GPIO59/RMII-TXD1 R276 PHY-TXD1 Pin 25
K1 GPIO58/RMII-TXDO R275/R138 PHY-TXDO Pin 24
J2 GPI023/RMII-RXD1 R268/R139 PHY-RXD1 Pin 15
J1 GP1022/RMII-RXDO R272 PHY-RXDO Pin 16
L4 GPIO55/RMII-INT R111/R149 PHY-INT Pin 21
F3 GPI025/RMII-RXCLK R279 PHY-RXCLK Pin9
M2 GPIO21/RMII-RESET R210 PHY-RESET Pin 32
Table 18: RMII signals and pins
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3.9.1 RMII Strap-in options

The strap-in pins are latched at the de-assertion of reset. During power-up or reset, the MAC RMII
input pins can briefly drive high or low, which can unintentionally latch the RMII PHY strap-in pins into
incorrect high or low states. To reduce the risk, add external pull-up (4.7 kQ) or pull-down (1.0 kQ)
resistors to the PHY strap-in pins. To ensure that the intended values are strapped-in correctly,
implement the connection configuration shown in Figure 28 and described in Table 19.

+3V3
=~ —

RIS‘: .'A‘._! <:
ENET PHYADO R158 .'.‘.‘lk 2w
ENET PHYAD1 RIS9 \\\AKT7
ENET PHYAD2 ——

R165 .'A‘._! <:

R163 aplk oo
ENET _CONFIGO RIG4 ,,\\AKT7 o
ENET CONFIG1 ——
ENET CONFIG2 ——
ENET 1SO )| s .'.‘._,LE'Z
ENET LEDO/NWAYEN RIGO jppalk o
ENET LED1/SPEED RITO ,anlk
ENET DUPLEX RI171 .VAV.‘lk
ENET B-CAST-OFF
ENET NAND TREE# R173.' A <:

GND
Figure 28: PHY circuit strapping options
Configuration Description
PHYAD [2:0] PHY ADDR
00-XXX (00010 DEFAULT)
CONFIG [2:0] IF MODE
001 RMII

101 RMII Back-to-Back (not supported)
xxx Reserved-not used
ISO ISOLATE mode
Pull-up = Enable
Pull-down (default) = Disable
SPEED SPEED mode
SPEED Pull-up (default) = 100Mbps
Pull-down = 1T0Mbps
DUPLEX DUPLEX mode
Pull-up (default) = Half Duplex
Pull-down = Full Duplex
NWAYEN Nway Auto-Negotiation
Pull-up (default) = Enable
Pull-down = Disable
B_CAST_OFF Broadcast Off - for PHY Address O
Pull-up = PHY Address O set as unique PHY address
Pull-down (default) = PHY Address O set as broadcast PHY address
NAND_TREE# NAND Tree Mode
Pull-up (default) = Disable
Pull-down = Enable
Table 19: RMIl strap-in
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3.10 Pin headers

All GPIOS on IRIS-W10, except PSRAM-related GPIOs, are accessible on through-hole (TH) pin
headers J3, J4, J10, J43, J44, J47, J48, and J70, as shown in Figure 29.

Figure 29: Pin headers

e e 0 0 0 0 0

EVK-IRIS-W10 - User guide
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GPIOs described in Table 20, Table 21, and Table 22 are either:

e Connected to the pin headers by default and can’t be disconnected

e Connected to the pin headers by default but can be disconnected

e Not connected to the pin headers by default but can be connected

e Possibly connected to the pin headers and other locations simultaneously

The right columns in Table 20, and Table 21 show how to connect, disconnect, or disconnect other
locations related to each GPIO so the functionality is available in these pin headers.

GPIO Header Pin Connection How to connect/disconnect other locations

GPIOO J3 5 Default and can’t disconnect Disconnect R38 and MikroBUS 1-CS

GPIO1 Ja 5 Default and can’t disconnect Disconnect R41

GPIO2 J3 6 Default but can disconnect Disconnect R9, R255, J27, J84, J85 populate U18 and R256 with
10 kQ resistor.

GPIO3 J4 6 Default but can disconnect Disconnect R37, R255, J25, J80, J83 populate R260 with a 0 Q
resistor.

GPIO4 J3 7 Default (WCI-2) Disconnect R8 and MikroBUS 1- SCK and populate R262 with a
0 Q resistor.

GPIO5 Ja 7 Default but can disconnect Disconnect R255 and populate U18 and R256 with 10 kQ resistor.

GPIO6 J10 3 Default and can’t disconnect Disconnect J15

GPIO7 J70 3 Default and can’t disconnect Disconnect J34

GPIO8 J10 4 Default and can’t disconnect  Disconnect J35

GPIO9 J70 4 Default and can’t disconnect Disconnect J36

GPIO10 J10 5 Default and can’t disconnect Disconnect J37

GPIO11  J10 6 Default and can’t disconnect ~ Disconnect R257 and U3

GPIO12 J10 7 Default and can’t disconnect ~ Disconnect R256 and U3

UBX-23007837 - RO4
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GPIO Header Pin Connection How to connect/disconnect other locations

GPIO13  J47 2 Not default Disconnect R257 and populate U19 and R258 with 10 kQ resistor.
Or populate R143 with a 0 Q resistor.

GPIO14 J48 1 Not default Disconnect R257 and populate U19 and R258 with 10 kQ resistor.
Or populate R142 with a 0 Q resistor.

GPIO15  J47 5 Default but can disconnect J55 default connection, disconnect MikroBUS 2- SCK

GPIO16 J10 10  Default but can disconnect J56 default connection, disconnect R253 and populate U17 and
R254 with 10 kQ resistor. Disconnect MikroBUS 2- CS

GPIO17  J47 1 Default but can disconnect J57 default connection, disconnect R253 and populate U17 and
R254 with 10 kQ resistor.

GPIO18 J47 4 Default but can disconnect J60 default connection, disconnect J62,J91, J92, J93

GPIO19 J48 6 Default but can disconnect J58 default connection, disconnect R55 and U4

GPIO20 J48 7 Default but can disconnect J59 default connection, disconnect R54 and U4

GPIO21 J44 5 Not default Disconnect R210, R42 and populate R270 with a O Q resistor.

GPIO22 J43 8 Not default Disconnect R272 and populate R273 with a O Q resistor.

GPIO23 J44 8 Not default Disconnect R271 and populate R269 with a O Q resistor.

GPI024 J47 3 Not default Disconnect R252 and populate U19 and R251 with 10 kQ resistor.
Or populate R134 with a 0 Q resistor.

GPIO25 J48 Not default Disconnect R279 and populate R282 with a 0 Q resistor.

GPIO26 J48 Not default Disconnect R252 and populate U19 and R251 with 10K.
Or populate R136 with a 0 Q resistor.

GPIO27 J48 3 Default and can’t disconnect Disconnect J61, J88, J89, J90

GPIO29 J10 9 Default and can’t disconnect

GPIO37 J10 8 Default and can’t disconnect

GPIO42 J3 8 Default and can’t disconnect Disconnect R79

GPIO43 J4 8 Default and can’t disconnect Disconnect R78

GPIO44 J3 9 Default and can’t disconnect ~ Disconnect R77

GPIO45 J4 9 Default and can’t disconnect Release SW1

GPIO46 J48 9 Default and can’t disconnect Disconnect MikroBUS 3- AN

GPIO47 J43 1 Default and can’t disconnect ~ Disconnect MikroBUS 2- AN

GPIO48 J44 1 Default and can’t disconnect ~ Disconnect MikroBUS 1- AN

GPIO49 J43 2 Default and can’t disconnect Disconnect MikroBUS 4- AN

GPIO50 J44 2 Default and can’t disconnect Disconnect R19,R21, R70,R71

GPIO51 J43 3 Default and can’t disconnect ~ Release SW2

GPIO52 J44 3 Default and can’t disconnect

GPIO53 J43 10 Default and can’t disconnect Disconnect MikroBUS 4-CS

GPIO54 J43 4 Default and can’t disconnect ~ Disconnect MikroBUS 4- SCK

GPIO55 J44 Not default Disconnect R111 and populate R115 with a O Q resistor.

GPIO56 J48 5 Not default Disconnect R263,J17,J74, J75 and populate R264 witha 0 Q
resistor.

GPIO57 J48 4 Not default Disconnect R265, J19, J77, J78 and populate R266 witha 0 Q
resistor.

GPIO58 J43 7 Not default Disconnect R275 and populate R277 with a O Q resistor.

GPIO59 J44 7 Not default Disconnect R276 and populate R278 with a O Q resistor.

GPIO60 J44 6 Not default Disconnect R280 and populate R283 with a 0 Q resistor.

GPIO61 J44 4 Default and can’t disconnect

GPIO62 J43 6 Not default Disconnect R281 and populate R284 with a 0 Q resistor.

GPIO63 J43 5 Not default Disconnect R285 and populate R286 with a 0 Q resistor.

Table 20: GPIO mapping to the pin headers
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IRIS-W10 Header Pin Default How to connect/disconnect other locations

function

EXT-FRQ J3 3 Default and can’t disconnect Disconnect R82

EXT-GNT J3 4 Default and can’t disconnect Disconnect R99

EXT-PRI Ja 3 Default and can’t disconnect Disconnect R94

EXT-REQ Ja 4 Default and can’t disconnect Disconnect 103

WCI-2 J3 7 Default (GPIO4) Disconnect R8 and MikroBUS 1- SCK and populate R262 with
a 0 Qresistor.

NRESET Ja7 8 Default (GPIO10) J37 default connection, disconnect R6,R10,R11, R46, R67
release SW5

RF-CNT-0 J70 10  Default and can’t disconnect Release SW8-1, disconnect R26

RF-CNT-1 J70 7 Default and can’t disconnect Release SW8-4, disconnect R18

RF-CNT-2 J70 9 Default and can’t disconnect Release SW8-2, disconnect R25

RF-CNT-3 J70 8 Default and can’t disconnect Release SW8-3, disconnect R20

PDn J43 9 Default Populate R222 with a 0 Q resistor and disconnect R14, R15

+1Vv8 J70 6 Default and can’t disconnect Disconnect J115

+VPA J70 5 Default and can’t disconnect Disconnect J116

Table 21: Other signals mapping to the pin headers

Header GND +3.3V +5V
J3 10 2 1

J4 10 2 1
Jaa 10

Jar 6,8,9,10

J48 10

J10 2 1
J70 2 1

Table 22: Power signals mapping to the pin headers

3.11 QSPI memory

EVK-IRIS-W10 provides an option for external memory. A Quad SPI PSRAM (U2), shown in Figure 30
and described in Table 23, can be optionally mounted on the rear side of EVK board.

External SPI PSRAM

SPI-RD3
QSPI-RD2
QSPI-RD1

X X QSPI-RDO
QSPI-RCE
QSPI-RCLK

Figure 30: QSPI memory

Interface function IRIS-W10 pin Interface IC function

QSPI-RCE A5 QSPI SRAM slave select O
QSPI-RCLK A2 QSPI SRAM interface clock O
QSPI-RDO B4 Data bit O for QSPI SRAM interface
QSPI-RD1 A4 Data bit 1 for QSPI SRAM interface
QSPI-RD2 B3 Data bit 2 for QSPI SRAM interface
QSPI-RD3 A3 Data bit 3 for QSPI SRAM interface

Table 23: QSPI memory signals and pins
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¥ U2 supports both SRAM and external flash memory. The external flash is for storage purposes
only and does not support Execute in place (XIP).
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3.12 Solder-bridge jumpers

When configuring GPIO functionality, EVK-IRIS-W10 supports several solder-bridge jumpers. Read
the instructions carefully before altering any jumper to determine how each function is configured.
Several jumpers are wired in series to demultiplex GPIOs that have multiple functions.

Table 24 shows all jumper types and locations on the EVK.

Jumper Jumper type Location
J11 Solder-bridge open Bottom
J14 Solder-bridge short Top
J15 Solder-bridge option Top
J16 Solder-bridge short Bottom
J17 Solder-bridge short Bottom
J18 Solder-bridge short Bottom
J19 Solder-bridge short Bottom
Jas Solder-bridge short Bottom
J26 Solder-bridge short Bottom
Ja7 Solder-bridge short Bottom
Jas Solder-bridge short Bottom
J34 Solder-bridge option Top
J35 Solder-bridge option Top
J36 Solder-bridge option Top
J37 Solder-bridge option Top
J55 Solder-bridge option Bottom
J56 Solder-bridge option Bottom
J57 Solder-bridge option Bottom
J58 Solder-bridge option Top
J60 Solder-bridge option Bottom
J6é1 Solder-bridge open Bottom
Jez Solder-bridge open Bottom
J73 Solder-bridge open Bottom
J74 Solder-bridge open Bottom
J75 Solder-bridge open Bottom
J76 Solder-bridge open Bottom
J77 Solder-bridge open Bottom
J78 Solder-bridge open Bottom
J79 Solder-bridge open Bottom
J8o Solder-bridge open Bottom
J81 Solder-bridge open Bottom
Jaz Solder-bridge open Bottom
J83 Solder-bridge open Bottom
Jsa Solder-bridge open Bottom
J8s Solder-bridge open Bottom
J86 Solder-bridge open Bottom
Js7 Solder-bridge open Bottom
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Jumper Jumper type Location
Jas Solder-bridge short Bottom
J8g Solder-bridge open Bottom
Joo Solder-bridge open Bottom
Jo1 Solder-bridge short Bottom
Jo4 Solder-bridge open Top
Jos Solder-bridge open Top
Jo96 Solder-bridge short Top
Jo7 Solder-bridge short Top
Jog Solder-bridge short Top
J115 Solder-bridge open Bottom
J116 Solder-bridge open Bottom

Table 24: solder-bridge jumper types

Table 25 shows the default function and alternate function of each jumper - if applicable.

Jumper Default connection

Alternate function

J11 Connect GPIO8 to mikroBUS4 SCL

J14 Connect USB-VBUS to IRIS-W10 VBUS pin
J15 GPIO 6 to JTAG-TCK

J16 Connect GPIO 8 to mikroBUS3-UART_TX
J17 Connect GPIO 56 to mikroBUS4-UART_TX
J18 Connect GPIO 9 to mikroBUS3-UART_RX
J19 Connect GPIO 57 to mikroBUS4-UART_RX
Jas Connect GPIO 3 to mikroBUS1-UART_TX
J26 Connect GPIO 14 to mikroBUS2-UART_TX
Ja7 Connect GPIO 2 to mikroBUS1-UART_RX
Jasg Connect GPIO 13 to mikroBUS2-UART_RX
J34 Connect GPIO 7 to JTAG-TMS.

J35 Connect GPIO 8 to JTAG-TDI

J36 Connect GPIO 9 to JTAG-TDO.

J37 Connect GPIO 10 to JTAG-RESET

J55 Connect GPIO 15 to mikroBUS2 SPI-Clk and J47-15

J56 Connect GPIO 16 to U17

J57 Connect GPIO 17 to U17

J58 Connect GPIO 19 to U3-RTS

J59 Connect GPIO 20 to U3-CTS

J60o Connect GPIO 18 to mikroBUS-INT

J61 Connect GPIO 27 to mikroBUS3-PWM

J62 Enable mikroBUS3-INT

J73 Connect GPIO 8 to mikroBUS3-SPI_MISO
J74 Connect GPIO 56 to mikroBUS4-SPI_MISO
J75 Connect GPIO 56 to mikroBUS4-12C_SCL
J76 Connect GPIO 9 to mikroBUS3-SPI_MOSI
J77 Connect GPIO 57 to mikroBUS43-SPI_MOSI
J78 Connect GPIO 57 to mikroBUS4-12C_SDA
J79 Connect GPIO 9 to mikroBUS3-12C_SDA
J8so Connect GPIO 3 to mikroBUS1-SPI_MISO

UBX-23007837 - RO4
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Can’t be connected simultaneously with J73, J16

Connect GPIO6 to mikroBUS3-CS

Can’t be connected simultaneously with J73, J11
Can’t be connected simultaneously with J74, J75
Can’t be connected simultaneously with J76, J79
Can’t be connected simultaneously with J77, J78
Can’t be connected simultaneously with J80, J83
Can’t be connected simultaneously with J81, J82
Can’t be connected simultaneously with J84, J85
Can’t be connected simultaneously with J86, J87
Connect mikroBUS3 SPI clock
MikroBUS3-UART-TX SPI-MISO I12C
MikroBUS3-UART-RX SPI-MOSI I2C-SDA

NC

Connect SDIO-CLK

Connect SDIO-D3

Connect SDIO-CMD

Connect SDIO-DO

Connect SDIO-D1

Connect SDIO-D2

Can’t be connected simultaneously with J88, J89, J90
Can’t be connected simultaneously with J91, J92, J93

Can’t be connected simultaneously with J11, J16
Can’t be connected simultaneously with J17, J75
Can’t be connected simultaneously with J17, J74
Can’t be connected simultaneously with J18, J79
Can’t be connected simultaneously with J19, J78
Can’t be connected simultaneously with J19, J77
Can’t be connected simultaneously with J18, J76

Can’t be connected simultaneously with J25, J83
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Jumper

Default connection

Alternate function

J81
Jg2
J83
Jsa
J85
J86
Js7
J8s
J89
Joo
Jo1
Joz2
Jos
Jo4a
Jo5
Jo6
Jo7
J115
J116

Connect GPIO 14 to mikroBUS2-SPI_MISO
Connect GPIO 14 to mikroBUS2-12C_SCL
Connect GPIO 3 to mikroBUS1-12C_SCL
Connect GPIO 2 to mikroBUS1-12C_SDA
Connect GPIO 2 to mikroBUS1- SPI_MOSI
Connect GPIO 13 to mikroBUS2-SPI-MOSI
Connect GPIO 13 to mikroBUS2-12C_SDA
Connect GPIO 27 to mikroBUS2-PWM
Connect GPIO 27 to mikroBUS1-PWM
Connect GPIO 27 to mikroBUS4-PWM
Enable mikroBUS2-INT

Enable mikroBUS1-INT

Enable mikroBUS4-INT

Bypass R35, VDD current sense resistor

Bypass R62, VDD-IO current sense resistor

Connect R62, VDD-IO current sense resistor to +3.3V

Connect R35, VDD current sense resistor

Connect R62, VDD-IO current sense resistor to +1V8

Connect R62, VDD-IO current sense resistor to +1VPA
Table 25: Solder-bridge jumpers showing default connections and alternate functions

3.13 Test points

Table 26 describes the function of each test point on the EVK.

Can’t be connected simultaneously with J26, J82
Can’t be connected simultaneously with J26, J81
Can’t be connected simultaneously with J25, J80
Can’t be connected simultaneously with J27, J85
Can’t be connected simultaneously with J27, J84
Can’t be connected simultaneously with J28, J87
Can’t be connected simultaneously with J28, J86
Can’t be connected simultaneously with J61, J89, J90
Can’t be connected simultaneously with J61, J88, J90
Can’t be connected simultaneously with J61, J88, J89
Can’t be connected simultaneously with J62, J92, J93
Can’t be connected simultaneously with J62, J91, J93
Can’t be connected simultaneously with J62, J91, J92
Can’t be used with J97

Can’t be used with J96, J115,J116

Can’t be used with J95, J115,J116

Can’t be used with J94

Can’t be used with J95, J96, J116

Can’t be used with J95, J96, J115

Test point Function Test point Function

TP1 MUSB-OTG-VBUS TP22 MUSB-OTG-ID
TP2 GND TP23 ENET_B-CAST-OFF
TP3 Chassis-GND TP24 GND

TPA4 GND TP25 P1_1-MCULINK
TP5 Chassis-GND TP26 P1_9-MCULINK
TP6 GND TP27 P1_20-MCULINK
TP7 GND TP28 P1_21-MCULINK
TP8 GND TP29 P1_31-MCULINK
TP9 GND TP30 P1_7-MCULINK
TP10 GND TP31 FL_USB1_D_n
TP11 GND TP32 FL_USB1_D_p
TP12 GND TP33 GND

TP13 GND TP101 GND

TP14 GND TP102 GND

TP15 GND TP103 GND

TP16 GND TP104 GND

TP17 MCU-LINK +3.3V TP141 MOD-USB-N
TP18 GND TP142 MOD-USB-P
TP19 GND TP111 USB-N

TP20 GND TP112 USB-P
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Test point Function Test point Function

TP21 GND
Table 26: Test point description
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Appendix
A Re-loading the Wi-Fi_CLI example

The IRIS-W10 module hosted on the EVK-IRIS-W10 evaluation board is pre-flashed with the Wi-Fi CLI
example application. If the application is overwritten or otherwise deleted or corrupted from where it
resides in the flash memory, this appendix information describes how to re-load this application.

A.1 Prerequisite

1. Download the J-Link software (V7.98i and above) from SEGGER [6].

2. Using an external debugger connected to J20 connector, as described in JTAG/SWD debug
interfaces, flash the IRIS-W1 module with a pre-compiled Wi-Fi_CLI application.

3. Identify the IRIS-W10 integrated flash memory type as mentioned in NXP MCUXpresso SDK and
download relevant files from the u-blox short range open CPU GitHub repository [7].

A.2 Flashing the firmware and application

1. Open J-Flash Lite or JLinkCommander and connect the RW612 device using SWD interface at
4000 kHz speed.

ﬂ SEGGER J-Flash Lite V7.98i *
Target device
RW&12
Target interface Speed
SWD 2 4000 ~  kHz

Flash banks

BaseAddr  Mame Loader
o EOKOSOOOOOOE External QSPI flash (N3) RS Ed
(] 0x18000000 External QSPI flash (S)  Default

Figure 31: J-Flash Lite device configuration

2. Download Wi-Fi firmware rw6lx _sb wifi a2.bin and wifi_cli application
rw6l2 wifi cli v16 fi8.hex from the u-blox short range open CPU GitHub repository [7].
3. Flash Wi-Fifirmware rw61x sb wifi a2.bin atthe address 0x08400000.

ﬂ SEGGER J-Flash Lite V7.98i — *
File Help
Target

Device Interface Speed

RW612 SWD 4000 kHz

Data File (bin / hex fmot /srec/...) Prog. addr,
JiFi_CLT\yw61x_sh_wifi_a2.bin 0%08400000 Brass chip

Program Device

Log

selected file: C:\Users\lkis\oneDrive - u-blox\Desktop\WiFi_CLI\rwslx_sb_wi
pata file contains 547736 Bytes of data.

Figure 32: Flashing Wi-Fi firmware
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¥ Ensure that the Wi-Fi firmware is flashed before running any Wi-Fi application. To prevent
the firmware from being deleted, it must be flashed at least once to the address shown in

4.

Figure 32. Otherwise, it is erased.

Flash the wifi_cli application rw612 wifi cli v16 fi8.hex.

ﬂ SEGGER J-Flash Lite Y/7.981 = *
File Help
Target

Device Interface Speed

RWg12 SWD 4000 kHz

Data File (bin / hex /mot fsrecf..)
Jrive - u-blox\DesktopWiFi_CLT\yrwE12_wifi_di_v16_fig.hex

Program Device

Erase Chip

Log

selected file: C:\Usershlkis‘oOneDrive - u-blox\Desktop\WiFi_CLI\rwelx_sb wi-
rata file contains 547736 Bytes of data.
selected file: C:UsershlkishoOneDrive - u-blox\Desktop'\WiFi_CLI\rwel2 wifi_
pata file centains 1 memery range:

#3: Ox03000002 - OXOEGAEIDF (713184 Bytes)

Figure 33: Flashing wifi_CLI application
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B Utilize Power mode feature (PM3 and PM4)

The default configuration of the EVK-IRIS-W10 evaluation board does not support power mode
features PM3 and PM4. When customers plan to use the power mode features specifically PM3 and
PM4, certain hardware modifications are required on the EVK-IRIS-W10 board. These changes ensure
that the relevant signals are correctly set, allowing the IRIS-W10 module to enter sleep mode (PM3)
and deep sleep mode (PM4) as intended.

GPIO10 must be disconnected from RESETn to stop the module from resetting when entering PM3
and PM4. One way to obtain this is to cut jumper "J37" as shown below in Figure 34.

RESETn

137
GPIO10 U1-RTS JTAG-nRST

GPIO10 U1-RTS |

el el ol e o

EeEEEEEE
EEEEEEEE

Lo |
el |
a0 )
Ra
Ré2 |
Réd )
et |
Res |

=
S
Sased

Figure 34: Jumper J37 location and connection
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/N Note that the signal JTAG-nRST will be disconnected from connector J20. This can be solved by

removing R44 and adding a patch wire between J37 center pad and Pin 10 of connector J20 as
shown below in Figure 35.

R48Q5

i R4

ol Il R3
u

1_IR119
1Z1R291 (4D
I_IR233

—rct

Figure 35: Patch wire on J20

B.1 Customer impact and recommended action

e When to Use: This guidance applies when customers need to test their development application
on the EVK-IRIS-W10 platform.

e Custom Hardware with IRIS-W10 Module: If a customer is using or planning to use their own
custom hardware with the IRIS-W10 module, they should follow this recommendation, especially
if their application relies on or intends to use Power mode.
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C Glossary

EVK-IRIS-W10 - User guide

Abbreviation Definition

CLK Clock

CPU Central Processing Unit

CTS Clear To Send

DC Direct Current

DC-DC DC to DC converter

DFU Device Firmware Update

EVK Evaluation Kit

FCB Flash Configuration Block

FICR Factory Information Configuration Register
GPIO General Purpose Input / Output
ISP In-System Programming

LDO Low Drop-Out voltage regulator
LE Low Energy

LED Light Emitting Diode

LF Low Frequency

LiPo Lithium-Polymer battery

NFC Near-Field Communications
QSPI Quad Serial Peripheral Interface
RC Resistor-Capacitor network
RTS Request To Send

RXD Receive data signal

SES SEGGER Embedded Studio

SIG Special Interest Group

SoC System on Chip

SPI Serial Peripheral Interface

TH Through Hole

TXD Transmit data signal

UICR User Information Configuration Register
USB Universal Serial Bus

XIP Execute-In-Place

Table 27: Explanation of the abbreviations and terms used
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IRIS-W10 data sheet, UBX-23002331

IRIS-W10 system integration manual, UBX-23003263
MCU-Link JTAG/SWD Debug Probe | NXP Semiconductors
MCUXpresso Integrated Development Environment (IDE)
MCUXpresso Software Development Kit

SEGGER J-Link software
Open CPU Github repository u-blox-sho-OpenCPU

EVK design Github repository, evk_designs_sho_altium
NXP LPC55S6x Product data sheet

Mikro Click boards

MCU-Link Pro standalone debug probe, User Manual, UM11673
NXP Wi-Fi and Bluetooth Demo Applications for RW61x, User Manual UM11799 (Access req.)

NXP MCU-Link, schematics

Blhost, User's Guide

Blhost, download

For product change notifications and regular updates of u-blox documentation, register on our
website, www.u-blox.com.
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Contact

u-blox AG
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Ikis

Ikis, hvig
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Initial release for EVK-IRIS-W10 PT1

Updated for changes in new prototype spin of the board. Revised ch2 in
Setting up the evaluation board. Added Starting up the EV section.

Included changes to module and EVK key features. Revised "Setting up the
evaluation board” chapter with two new sections, Starting up the EVB and
Software Development, and other changes. Removed the “Hello world"
example with "Wi-Fi example application". Revised "Hardware description”
chapter, including the addition of function and header descriptions in Figure
3. Included minor updates in the Hardware description chapter. Added
appendix describing the Re-loading the Wi-Fi_CLI| example. Added Flash and
debug custom applications.

Added Utilize Power mode feature (PM3 and PM4) in Appendix to explain a
hardware modification needed to utilize sleep mode (PM3) and deep-sleep
mode (PM4) features. Clarified information by removing instances of RF-
CNTLO, RF-CNTL1 and RF-CNTL3 in JTAG/SWD debug interfaces. Updated
information on solder bridges in section MikroBUS 1 and Table 14 regarding
how to enable SPIl and I2C on MikroBUS 1.

For further support and contact information, visit us at www.u-blox.com/support.
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